LINE EQUIPMENT
In-line hygienic filter
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Filtration cut-off on demand
No retention zone (total
cleanability)
Filtration of all products - wire
mesh ("V" profile) or perforated
sheet
Reduced size
Magnetic trap option
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APPLICATION:
The in-line FHY filter is used to filter liquids in a process line.
Its hygienic design ensures the absence of retention zones (favourable to bacterial growth) and
provides it with total countercurrent cleanability.
Filtration is through a "V" wire wound in a cylinder and filtration cut-off is determined by the spacing
between the wires. This design prevents fouling when filtering liquids containing fibres.
Its design results in reduced size.
TECHNICAL DATA:
Materials:
Parts in contact with product: 1.4404 stainless steel (316L)
Gaskets: EPDM
Characteristics:
The standard versions of the FHY filter are proposed in ND 25, 32, 40, 50, 65, 80 and 100 (DIN), ND
25,38, 51, 63, 76 and 104 (SMS), ND 20, 25, 32, 40, 50, 65 and 80 (ISO) and 1'', 1''1/2, 2'', 2''1/2, 3'' and
4'' (OD).
Standard filtration cut-off is 500 µm (other filtration cut-offs on demand, see "Options").
In the standard version, extremities are smooth for welding.
In the standard version, working pressure must not exceed 6 bars, and temperature 120°C; maximal
pressure drop through the filtering element is 1 bar.
The elastomers are US FDA compliant.
OPTIONS:
- Other filtration cut-offs, from 100 µm to 8 mm
- Filtration cut-offs higher than 800 µm by a perforated stainless steel sheet
- Magnetic bar to retain metallic particles
- Temperature maintained by circulating heat transfer fluid through a jacket
- Male, clamp or flange connections
- Gaskets adapted to operating conditions (FKM, silicone, nitrile)
- Other grades of material on demand
- Other sizes on demand.
COMMISSIONING AND MAINTENANCE:
For all information concerning installation, commissioning, use and maintenance of this equipment,
refer to technical notice XXX x F.
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